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FIG. i> 
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DETERMINE CONFIGURATION MAINTENANCE REQUIREMENTS FOR 
MAINTAINING A TARGET CONFIGURATION OF AN ITEM OF EQUIPMENT. 
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r 5 « 


DETERMINE PREDICTIVE MAINTENANCE REQUIREMENTS FOR THE ITEM OF 
EQUIPMENT BASED ON AT LEAST ONE OF A LONGEVITY ESTIMATE, A 
PROBABILITY OF FAILURE, AND A FINANCIAL ANALYSIS. 


\ 




PLAN FOR THE AVAILABILITY OF AT LEAST ONE OF RESOURCES AND A 
COMPONENT FOR PERFORMING MAINTENANCE CONSISTENT WITH THE 
CONFIGURATION MAINTENANCE REQUIREMENTS AND THE PREDICTIVE 
MAINTENANCE REQUIREMENTS. 





FIG. 7 



P _ r - — 

ESTABLISH A DESIRED CONFIGURATION OF AN ITEM OF EQUIPMENT BASED 
ON AN ENGINEERING DESIGN OR OBJECTIVE THAT MEETS A RELIABILITY 
SAFETY, OR PERFORMANCE GOAL OF AN ITEM OF EQUIPMENT 
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, r SIT. 


EVALUATE AN ACTUAL COT* 

ON AN INSPECTION OR REFE 

ON A PARTICULAR ITEM OF 

CONFIGURATION DATA IN A 
r — — — — 1 


JFIGURATION OF THE ITEM OF EQUIPMENT BASED 
:rence TO AN OBSERVED CONFIGURATION DATA 
EQUIPMENT OR AN UP-TO-DATE ACTUAL 
. CONFIGURATION DATA STORAGE. 



DOES THE ACTUAL CONFIGURATION COMPLY WITH THE DESIRED 
CONFIGURATION FOR THE PARTICULAR ITEM OF EQUIPMENT? 



NO 



PLAN AN UPGRADE REQUIREMENTS 
TO UPGRADE THE ACTUAL CONFIGURATION 
TO THE DESIRED CONFIGURATION. 



YES 



END. 



FIG. 8 



TRACK PERFORMANCE DATA ON AT LEAST ONE PARTICULAR COMPONENT 
OF THE EQUIPMENT. 
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PREDICT AT LEAST ONE REQUIRED MAINTENANCE ACTIVITY BASED UPON 
THE COLLECTED OR OBSERVED PERFORMANCE DATA WITH RESPECT TO A 
DEFINED PERFORMANCE STANDARD. 






SCHEDULE PERFORMANCE OF THE REQUIRED MAINTENANCE BASED UPON 
THE PREDICTION TO DEFINE A PREDICTIVE MAINTENANCE REQUIREMENT. 



